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NEN WORK NOTES:

KEY PLAN

(T03) 6800-3121 FAX (703) 6D00-1768

UNDERCOUNTER STORAGE.

MORE INFORMATION.

MORE INFORMATION.

FURN. PLANS.

THICKNESS.
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NEA BUILT-IN RECEPTION DESK WITH WORKSURFACE
AT 30" AFF FOR ADA ACCESSIBILITY AND

NEW BASE CABINETS WITH HC. ACCESSIBLE
COUNTERTOP WITH SINK. SEE MILLWORK DETAILS FOR

NEA ANNUNCIATOR PANEL. SEE ELEVATION AND FIRE
PROTECTION SHEETS FOR MORE INFORMATION.

NEN DISPLAY CASE WITH SHELVES AND LOCKABLE
DOORS, PROVIDED AND INSTALLED BY COUNTY. SEE

NEW BUILT-IN CASENORK.SEE MILLWNORK DETAILS FOR @

NEN CONCRETE SLAB TO BE INSTALLED AT LEVEL TO @
ALLON FOR INSTALLATION OF NEN FLOORING.
COORDINATE WITH FLOORING MANUFACTURER FOR FINAL

NEN BALLET BARRE INSTALLED AND PROVIDED BY &C.
SEE SPECIFICATIONS FOR MORE INFORMATION.

NEN BENCH WNITH STORAGE BELOW. SEE ENLARGED PLAN
AND MILLWORK DETAILS FOR MORE INFORMATION.

NEWN PREFINISHED METAL CLOTHES ROD WITH 2 SHELVES
ABOVE. SHELVES TO HAVE PREFINISHED WNOOD SLATS.

NEWN FULL HEIGHT WALL MOUNTED
DANCE MIRROR

NEN LAVATORY COUNTERTOP WITH ADA
ACCESSIBLE FAUCET CONTROLS

NEN WALL MOUNTED WIRE SHELVING.

NEN FOLD-DOWN STAGE. DASHED LINE
REPRESENTS STAGE IN "DOAN" POSITION.

NEN COUNTERTOP. SEE ENLARGED DETAILS AS
REFERENCED ON PLAN FOR MORE INFO.

NEWN FOLDING LOCKABLE DOORS FOR
SERVERY PASS-THROUGH

WINDOW SILL MATERIAL VARIES. SEE
WINDOW DETAILS FOR MORE INFORMATION.
ALL INTERIOR SILLS TO BE PAINTED. BELOW
SILL TO BE 6YP. BD. (EXTEND FROM
UNDERSIDE OF SILL TO FF.)

NEN METAL RAILING

FINISHED STORAGE AREA UNDER FLOOR
STRUCTURE ABOVE. DASHED LINE REPRESENTS
EXTENT OF STORAGE AREA BELOW; DASHED
DOORS REPRESENTS ACCESS DOORS TO ST6,
ACCESSIBLE FROM CORRIDOR.

ROOM TO HAVE NEN WALL-MOUNTED TELEPHONE.
CONDUIT AND JUNCTION BOX TO BE PROVIDED AND
INSTALLED BY &C; TELEPHONE TO BE PROVIDED BY
ONNER. SEE ELEC DNGS FOR LOCATION.

EXISTING WOOD MOULDING AND TRIM TO REMAIN.
PAINT AND PROTECT DURING CONSTRUCTION.

EXISTING CONCRETE LANDING AND STAIRS TO
REMAIN.

NEN EXTERIOR CONCRETE ENTRY LANDING. SEE
ENLARGED DETAILS AND CIVIL DRANINGS FOR
MORE INFORMATION.

@ NEW EXTERIOR METAL RAILING.

@ NEA ADA ACCESSIBLE RAMP
NEW INTERIOR DOORS TO HAVE ELECTRONIC KEY
CARD ACCESS

INFILL EXISTING CONCRETE SLAB AS NEEDED
NEW HANDICAP ACCESSIBLE ELECTRIC WATER

COOLER WITH DUAL TWO LEVEL FOUNTAINS. SEE
PLUMBING DRANINGS FOR MORE INFO.

NEAN MANVALLY CONTROLLED POWER-OPERATED
DOORS WITH WALL MOUNTED PUSH-PAD.

@ NEW FLOOR MOUNTED MOP SINK

NEA METAL SHIP'S LADDER TO NEWN ATTIC HATCH,
UN.O. FOLDING LADDER AT JANITOR'S CLOSET [I13-A.
SEE ATTIC PLANS FOR NEWN LADDERS TO BE
INSTALLED FOR ROOF ACCESS.

@ NEW INTERIOR WINDOW. SEE WINDOW TYPES.
@ NEA INTERIOR HANDRAILS ALONG CORRIDOR WALLS.
NEW MOTOR-OPERATED FOLDING PARTITION.

NEN TACKABLE WALL PANELS INSTALLED OVER NEW
GYPSUM BOARD. SEE SHEET A-T0 FOR INTERIOR
ELEVATIONS.

FLOOR RECESSED JUNCTION BOXES TO REMAIN.
RETROFIT PER ELEC. DRANINGS
EXISTING NINDONW TO REMAIN UNLESS IT HAS BEEN
@ DETERMINED NINDOW BE REPLACED DURING
ARCHITECT/CONTRACTOR WALK-THROUGH (SEE DEMO
PLANS). PROTECT WINDOWS DURING CONSTRUCTION.
NEA PREFINISHED METAL CLOTHES ROD WITH 2
SHELVES ABOVE. SHELVES TO HAVE PREFINISHED
WOOD SLATS. INSTALL SO DIST. FROM CTR OF
CLOTHES ROD TO FF. IS ADA COMPLIANT.

@ INFILL ALL EXISTING OPENINGS IN SHAFT
WALLS TO MEET REQUIRED FIRE RESISTANCE
RATING AS LISTED ON CODE STUDY SHEET

NEAN CONDUIT/ UTILITY TRENCH. SEE DEMOLITION
DRANINGS FOR MORE INFORMATION.

REFERENCE NOTES:

|. REFER TO C5-0Ol FOR PROJECT GENERAL NOTES.

2. REFER TO SHEET A-3| FOR NEN WORK FLOOR
PLAN OF GROUND FLOOR - PART B AND TO SHEET
A-32 FOR NEW NORK FLOOR PLAN - LONER
LEVEL.

3. REFER TO SHEETS A-33, A-34 AND A-35 FOR
NEWN WORK REFLECTED CEILING PLANS OF GROUND
FLOOR - PART A, GROUND FLOOR - PART B AND
LONWER LEVEL, RESPECTIVELY.

4. A DENOTES NEW WORK PARTITION TYPES.
PART TYPES OF SPACES SHONWN AS ENLARGED
PLANS ARE NOTED ON EACH SPACE'S RESPECTIVE
ENLARGED PLAN.
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